PRECICAST.

Tolerancias Lineares de acordo com VDG P690

Linear Tolerances according to VDG- P690

Lineare Toleranzen gemdl3 VDG Merkblatt P690

Faixa de Medida (mm) Distancia entre linhas de centro
Range D1 D2 D3 Distance between center lines
MaBbereich Abstand zwischen Mittellinien
De Até Tol. Total Tol. Total Tol. Total D1 D3
From / Von To / Bis Tol. Tol.
6 +- 0,10 0,20 +0,08 0,16 +-0,06 0,12
6 10 0,24 _ 0,20 _ 0,12
+-0,12 +- 0,10 +- 0,06 +0.25 +016
10 14 +- 0,15 0,30 +-0,12 0,24 +- 0,09 0,18
14 18 +-0.20 0,40 +-0.14 0,28 +-0.09 0,18
18 24 +- 0,25 0,50 +- 0,17 0,34 +- 0,12 0,24
24 30 +0.30 0,60 +-0.20 0,40 +-0.14 0,28 +-0,32 + 020
30 40 +-0,37 0,74 +-0,25 0,50 +-0,17 0,34
40 50 044 0,88 + 030 0,60 +0.20 0,40 +- 0,50 +0.30
50 65 +- 0,52 1,04 +- 0,38 0,74 +- 0,23 0,46
+- 0,71 +- 0,45
65 80 +- 0,60 1,20 +- 0,46 0,92 +- 0,27 0,54
80 100 +- 0,68 1,36 +-0,53 1,06 +-0,30 0,60
100 120 +-0,76 1,52 +- 0,60 1,20 +-0,33 0,66 +-0,90 +- 0,60
120 140 + 0,84 1,68 + 0,65 1,30 +0,36 0,72
140 160 +- 0,92 1,84 +-0,72 1,44 +- 0,38 0,76 +-1,15 +- 0,85
160 180 +-1,02 2,04 +- 0,80 1,60 +- 0,42 0,84
180 200 +-1,12 2,24 +- 0,88 1,76 +- 0,43 0,86
200 225 +-1,28 2,56 +- 0,95 1,90 +- 0,47 0,94 +- 1,80 +- 1,00
225 250 +-1,44 2,88 +- 1,05 2,10 +- 0,51 1,02
250 280 +- 1,64 3,28 +-1,15 2,30 +- 0,56 1,12
280 315 184 3,68 + 125 2,50 + 0,63 1,26 +-2.20 1,25
315 355 +-2.10 4,20 +- 1,40 2,80 +-0,71 1,42
355 400 +- 2,40 4,80 +- 1,60 3,20 +- 0,80 1,60 +- 2,60 +-1,60
400 450 +-2,70 5,40 +-1,80 3,60 +- 0,90 1,80
+- 3,10 +- 2,00
450 500 +- 3,00 6,00 +- 2,00 4,00 +- 1,00 2,00

APrecicast trabalha com tolerancias internacionais, porém, para
tornar o fundido mais econémico, sugere-se evitar tolerancias
mais apertadas que 0 necessario.

Graus de Precisao:

D1-Aplicavel em dimensdes com pouca exigéncia funcional.

D2 - Aplicavel em dimens6es com exigéncia funcional.

D3 - Aplicavel em dimensdes comaltissima exigéncia funcional.™

Precicast Br follows specific international standards. However,
in order to avoid unnecessary costs, we suggest the use of
tolerances according to the actual needs of your project.
Precision level:

D1- Applicable to dimensions with tolerances with no or low
functional relevance.

D2- Applicable to dimensions with tolerances with medium
functional relevance.

D3- Applicable to dimensions with tolerances with high
functional relevance. ™

*Upon request and Engineering approval.

Precicast Br arbeitet mit internationalen Toleranzen, jedoch
um unnétige Kosten zu vermeiden wird empfohlen, engere
Toleranzen als erforderlich zu vermeiden.

Genauigkeitsgrade:

D1- Anwendbar bei Abmessungen mit geringen funktionellen
Anforderungen.

D2-Anwendbar bei Abmessungen mit normalen funktionellen
Anforderungen.

D3- Anwendbar bei Abmessungen mit hchsten funktionellen
Anforderungen. *

*Mit Zustimmung der Entwicklungsabteilung.
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